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NOTE: Delete, revise, or add to the text in this
section to cover project requirenents. Notes are
for designer information and will not appear in the
final project specification.

This section covers short-span and | ong-span stee
joists, conforming to Steel Joists Institute
specifications for floor or roof construction

Drawi ngs nust include the foll ow ng:

A conpl ete design indicating the character of the
work to be perfornmed, showing the walls, structura
fram ng, and ot her supports, steel joist sizes
expressed by Steel Joist Institute nmarkings, details
of accessories, details of openings, bridging, and
sufficient dinensions to convey adequately the
quantity and nature of the required steel joist work

Assunmed | oads and ot her design data as required for
the proper preparation of shop draw ngs

Roof sl ope and direction

For high-strength bolted construction, the type of
connection, nanely, friction or bearing

The | ocation of welds requiring inspection and the
type of weld inspection, if required

Fire-resistance-rated floor or roof and ceiling
constructions using steel joists are described in
Underwiters' Laboratories Inc., (BXUWV) Resistance
Ratings (included in UL "Fire Resistance Directory"
and the "Fire Resistance Ratings" contained in the
Nati onal Buil di ng Code reconmended by the Anmerican
I nsurance Association. Fire-resistance-rated
construction limts type, size, and spacing of stee
joists; nmethod of fastening steel joists to
supporting nenbers; type of bridging; type of floor
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or roof construction; and type of ceiling
constructi on.

EE R R R R R R R R R R R R R E R R R R R R R R R R R R I R

PART 1 GENERAL

1.1 REFERENCES

EE R R R R R R R R R R R R R R R R R R R R R I R

NOTE: The foll owi ng references should not be
manual |y edited except to add new references.

Ref erences not used in the text will automatically
be deleted fromthis section of the project

speci fication.

EE R R R R R R R R R R R R R R R R R R R R R R O R

The publications listed below forma part of this section to the extent
ref erenced:

ACI | NTERNATI ONAL ( ACl)
ACl 503R (1993) Use of Epoxy Conpounds with Concrete
AMERI CAN | NSTI TUTE OF STEEL CONSTRUCTI ON ( Al SC)
Al SC S329 (1986) Al l owabl e Stress Design
Specification for Structural Joints Using
ASTM A 325 or ASTM A 490 Bolts
AMERI CAN WELDI NG SOCI ETY ( AWS)

AVS A2. 4 (1993) Synbols for Wl ding, Brazing and
Nondestructive Exam nation

AWS D1.1 (1994) Structural Welding Code - Steel
ASME | NTERNATI ONAL ( ASMVE)

ASME B18.22.1 (1965; R 1990) Plain Washers
ASTM | NTERNATI ONAL (ASTM

ASTM A 194/ A 194M (1995) Standard Specification for Carbon

and Alloy Steel Nuts for Bolts for
H gh- Pressure and Hi gh- Tenperature Service

ASTM A 242/ A 242M (1993; Rev A) High-Strength Low All oy
Structural Steel

ASTM A 307 (1994) Standard Specification for Carbon
Steel Bolts and Studs, 60,000 PSI Tensile
Strength

ASTM A 325 (1994) Hi gh-Strength Bolts for Structural
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Steel Joints

ASTM A 325M (1993) High-Strength Bolts for Structural
Steel Joints

ASTM A 36/ A 36M (1994) Structural Steel

ASTM A 441 (1985) High-Strength Low Al l oy Structural

Manganese Vanadi um St eel

ASTM A 490 (1993) Standard Specification for
Heat - Treated Steel Structural Bolts, 150
ksi M nimum Tensile Strength

ASTM A 490M (1993) Standard Specification for
Heat-Strength Steel Bolts, Casses 10.9
and 10.9.3, for Structural Steel Joints
(Metric)

ASTM A 563 (1994) Standard Specification for Carbon
and Alloy Steel Nuts

ASTM A 563M (1993) Standard Specification for Carbon
and Alloy Steel Nuts (Metric)

ASTM A 570/ A 570M (1995) Standard Specification for Steel,
Sheet and Strip, Carbon, Hot-Rolled,
Structural Quality

ASTM A 6/ A 6M (1995) Standard Specification for Rolled
Steel Plates, Shapes, Sheet Piling, and
Bars for Structural Use

ASTM A 606 (1991; Rev A) Standard Specification for
Steel Sheet and Strip, Hot-Rolled and
Col d-Rol I ed, High-Strength, Low All oy,
with | nproved Atnospheric Corrosion
Resi st ance

ASTM C 1107 (1991; Rev A) Standard Specification for
Packaged Dry, Hydraulic - Cenent G out
(Nonshri nk)

ASTM C 150 (1995) Standard Specification for Portland
Cement

ASTM C 404 (1994) Standard Specification for

Aggregates for Masonry

ASTM E 165 (1995) Standard Test Method for Liquid
Penetrant I|nspection Mthod

ASTM E 709 (1995) Standard Guide for Magnetic
Particl e Exam nation
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JOHN F. KENNEDY SPACE CENTER ( KSC)

KSC- SPEC- Z- 0004 (Rev C, 1989) Welding, Structural, Carbon
Steel, Stainless Steel, Low Alloy Steel,
and Al um num Al | oys

STEEL JO ST | NSTI TUTE (SJl)

SJI-01 (1994) Load Tabl es and Wi ght Tables for
Steel Joists and Joist Grders

THE SOCI ETY FOR PROTECTI VE COATI NGS ( SSPC)
SSPC PS 14.01 (1991) Steel Joist Shop Painting System
SSPC Pai nt 15 (1991) Steel Joist Shop Paint

U.S. DEPARTMENT OF DEFENSE ( DOD)

M L- STD 410 (Rev E; Notice 2) Nondestructive Testing
Personnel Qualification and Certification
(Eddy Current, Liquid Penetrant, Magnetic
Particl e, Radiographic and Utrasonic)

.2 SUBM TTALS

EE R R R R R R R R R R R R R R R R R R R R R R R R R O R

NOTE: Review subnmittal description (SD) definitions
in Section 01330, "Submittals," and edit the
following list to reflect only the submttals
required for the project. Subnmittals should be kept
to the mininumrequired for adequate quality
control. Include a columar list of appropriate
products and tests beneath each submittal

descri ption.

EE R R R R R R R R R R R R R R R R R R R R R R R R O R

The following shall be submitted in accordance with Section 01330,
"Submttals," in sufficient detail to show full conpliance with the
speci fication:

SD- 02 Shop Drawi ngs

Fabrication drawings for the following itens shall be in
accordance with the paragraph entitled, "Fabrication," of this
section.

St eel Joists

Chords

Loose Bearing Pl ates
Joi st Extended Ends
Cei l i ng Extensions
Header Menbers
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Installation drawings for Steel Joists shall include details and

| ayouts indicating wall, structural franm ng, and other supports;

| ocation, lengths, and narking of steel joists corresponding to

sequence and procedure to be followed in placing and fastening,

| ocation and type of fasteners, and sequence of wel ded

connections. Wlds shall be indicated in accordance with AWS A2. 4.
Drawi ngs shall also indicate accessories and nethods of

installation, details of |ongspan and deep | ongspan steel joists

with sloped top chords, if required.

SD- 03 Product Data

Manufacturer's catal og data for Steel Joists shall be submtted by
the contractor prior to start.

SD-07 Certificates

Wel di ng Procedures and Qualifications shall be in accordance with
AWS D1. 1.

SD- 08 Manufacturer's Instructions

Installation instructions shall indicate the manufacturer's
recommended net hod and sequence of installation for the follow ng
itens:

Steel Joists
Epoxy- Resi n Grout
Accessori es

1.3 QUALI FI CATI ONS FOR WELDI NG WORK

EE R R R R R R R R R R R R R R R R R R R R R R R O R

NOTE: Del ete paragraph headi ng and fol |l owi ng
par agr aphs when fiel d-bolted connections only are
required.

EE R R R R R R R R R R R R R R R R R R R R R R R R R R O R

Wel ders shall be qualified and certified by tests in accordance with

KSC- SPEC-Z-0004. If a test weld fails to neet requirenents, an i nmedi ate
retest of two test welds shall be nade and each test weld shall pass.
Failure in the inmmediate retest will require that the welder be retested
after further practice or training and that a conplete new set of test

wel ds be nmade. Welding Procedures and Qualifications shall neet referenced
standards within this and referenced sections.

1.4 DELI VERY, STORAGE, AND HANDLI NG
Joists stored at the site before erection shall be stored above the ground
on platforns or other supports and covered to provide an encl osure while

af fording proper air circulation

Packaged materials shall be stored in their original, unbroken packages in
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a dry area until needed for installation
1.5 PERFORMANCE REQUI REMENTS
1.5.1 Al | owabl e Design Stress

Design stress for tension in steel joist chord and web nenbers shal
conformto the requirenents of the SJI-01 specifications for steel joists.

1.5.2 Def | ection

EE R R R R R R R R EEEEEREEEEEEEREEEREEEREEEEEEEREEEREEEEEEEEE SRR SRR SRS SRR EEEEEREE SRR

NOTE: The defl ection due to design |oad nust not
exceed 1/360th of the span for roofs where a ceiling
of any construction (not only plaster ceilings as
specified in the SJI specifications), piping,
ductwork, conduit, or equipnent is suspended or
attached to the steel joists.

EE R R R R R R R R R R R R R R R R R R R R R R R I

Defl ection shall not exceed 1/360th of the clear span under the indicated
uni formlive | oad.

1.5.3 Al | owabl e Loads

Total uniformdead and |ive load, uniformlive | oad, and concentrated dead
| oad for design purposes shall be as indicated.

1.5.4 Bri dgi ng

EE R R R R R R R R R R R R R R R R R R R R R R R R O R

NOTE: Include one of the followi ng two paragraphs
as applicable to the project. Were open web stee
joists are used in floor construction
cross-bracing-type bridging may be required.

EE R R R R R R R R R R R R R R R R R R R R R R I R R R O R

Bridging for open web steel joists shall be horizontal type as specified in
the SJI-01 specification and as indicated on the approved shop draw ngs.

Bridging for open web steel joists shall be cross-bracing type as specified
in the SJI-01 specification and as indicated on the approved shop draw ngs.

EE R R R R R R R R R R R R R R R R R R R R R I R R R O R

NOTE: Delete the follow ng paragraph when | ongspan
and deep | ongspan steel joists are not required.

EE R R R R R R R R R E R R R R R REEERERE R EEEE R R E R R R R R

Bridgi ng for | ongspan and deep | ongspan steel joists shall be cross-bracing
type as specified in the SJI-01 specifications and as indicated on the
approved shop draw ngs.

PART 2 PRODUCTS
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2.

2.

2.

1 ROLLED STEEL PLATES, SHAPES, AND BARS

Pl ates, shapes, and bars are defined in ASTM A 6/ A 6M and shall conformto
the foll ow ng:

EE R R R R R R R R R R R R R R R R I R R R R I R

NOTE: Delete the first of the follow ng paragraphs
when H or LH series steel joists only are
required. Delete the second of the follow ng

par agr aphs when J-or LJ- series steel joists only
are required.

EE R R R R R R R R EEEEEREEEEEEEREEEREEEREEEEEEEREEEREEEEEEEEE SRR SRR SRS SRR EEEEEREE SRR

Structural quality carbon steel conform ng to ASTM A 36/ A 36M

H gh-strength structural steel conforning to ASTM A 441 or ASTM A 242/ A
242M wi th properties suitable for wel ding

2 STEEL SHEETS AND STRI P

EE R R R R R R R R R R R R R R R R R R R R R R R R R O O R

NOTE: Delete the first of the follow ng paragraphs
when H or LH series steel joists only are
required. Delete the second of the follow ng

par agr aphs when J-or LJ- series steel joists only
are required.

EE R R R R R R R R R R R R R R R R R R R R R R R O O R

Sheets and strip shall be carbon steel of structural quality conformng to
ASTM A 570/ A 570M having mninumyield point of 40,000 psi 275 MegaPascal .

Sheets and strip shall be high-strength, lowalloy steel conformng to
ASTM A 606, Type 2 having mnimumyield point of 50,000 psi 345 MegaPascal .

3 ELECTRODES FOR MANUAL SHI ELDED METAL- ARC WVELDI NG

EE R R R R R R R R R R R R R R R R R R R R R R R R O R

NOTE: Del ete paragraph headi ng and fol |l owi ng
par agr aphs when field bolted connections only are
required.

EE R R R R R R R R R R R R R R R R R R R R R R R R I O R

El ectrodes shall nmeet the requirenments of KSC- SPEC- Z- 0004.

EE R R R R R R R R R R R R R R R R R R R R R I R R R O R

NOTE: Delete the first of the follow ng paragraphs
when H or LH series steel joists only are
required. Delete the second of the follow ng

par agr aphs when J-or LJ- series steel joists only
are required.

EE R R R R R R R R R R R R R R R R R R R R R R R R R O R

El ectrodes shall be E60 series or E70 series for connected nenbers both
having a mninumyield point of 36,000 psi 248 MegaPascal or one having a
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2.

m ni mum yi el d point of 36,000 psi 248 MegaPascal and the other having a
m nimumyield point greater than 36,000 psi 248 MegaPascal .

El ectrodes shall be E70 series for connected nenbers both having a m ni mum
yi el d point greater than 36,000 psi 248 MegaPascal .

El ectrodes havi ng | ow hydrogen-type coverings shall be dried in accordance
wi t h KSC- SPEC- Z-0004. El ectrodes shall be stored i nmediately after drying
in storage ovens held at a tenperature of at |east 250 degrees F 121
degrees C. Electrodes that are not used within 4 hours after renoval from
a drying oven shall be redried before use. Wt electrodes shall not be
used.

.4 UNFI NI SHED THREADED FASTENERS

Unfi ni shed bolts and nuts shall be regular hexagon type and shall conform
to ASTM A 307, Grade A

Washers shall conformto ASME B18.22.1, Type B.

.5 HI G4 STRENGTH THREADED FASTENERS

EE R R R R R R R R R R R R R R R R R R R R R R O R

NOTE: Delete follow ng paragraphs when field
connections of steel joists to the structural steel
fram ng nenbers are wel ded or when high-strength
bol ted connections are not required, or both.

H gh-strength bolted connections, if used, nust be
i ndi cated on the draw ngs.

EE R R R R R R R R R R R R R R R R R R R R R R R O O R

Fasteners shall consist of heavy hexagon structural bolts, heavy hexagon
nuts, and hardened washers.

EE R R R R R R R R R R R R R R R R R R R R R R I R R R O R

NOTE: Include only one of the follow ng paragraphs
as applicable to the project. Wen ASTM A 325 bolts
are not required, delete inapplicable paragraph.

EE R R R R R R R R R R R R R R R R R R R R R R R R R R O R

Hi gh-strength bolts, nuts, and hardened washers shall conformto ASTM A 325
ASTM A 325M

Hi gh-strength bolts, nuts, and hardened washers shall conformto ASTM A 490
ASTM A 490M Nuts shall conformto ASTM A 194/ A 194M Grade 2H or ASTM A
563 ASTM A 563M Grade DH. Washers shall conformto ASTM A 325 ASTM A 325M

6 PAI NT
EIRE R R I S I I I R A R R A S I S I R I R R S I S I R A R I S S S R I S O I I
NOTE: Sel ect one of the follow ng two paragraphs
as required. SSPC Paint 15, Type |, is suitable as
a base for a subsequent field-applied paint system
SSPC Paint 15, Type Il, is not suitable as a base
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for field painting.

EE R R R R R R R R R R R R R R R R R R R R R O R

Pai nt shall be shop paint primer confornming to SSPC Pai nt 15, Type |I.
Pai nt shall be asphalt coating conform ng to SSPC Paint 15, Type I1I.

2.7 BEDDI NG MORTAR MATERI ALS

EE R R R R R R R R R R R R R R R R R R R R R R R R O R

NOTE: Del ete paragraph headi ng and fol |l owi ng
par agr aphs when the setting of steel bearing plates
with bedding nortar will not be required.

EE R R R R R R R R R R R R R R R R R R R I R R R I O R

EE R R R R R R R R R R R R R R R R R R R R R R R R O R

NOTE: Delete follow ng paragraph when cenent grout
type bedding nortar only is required.

EE R R R R R R R R R R R R R R R R R R R R R R R I

Shrinkage-resi stant grout shall be a prem xed and packaged ferrous
aggregate nortar grouting conpound conformng to ASTM C 1107,
Expansi ve- Cenent type.

EE R R R R R R R R R R R R R R R R R R R R R R R R R R O R

NOTE: Delete follow ng two paragraphs when
shri nkage-resi stant, grout-type bedding materi al
only is required.

EE R R R R R R R R R R R R R R R R R R R R R R R R R O R

Portl and cenent shall conformto ASTM C 150, Type I.

Aggregate for cenent grout shall be clean, sharp, uniformy graded, natural
sand conform ng to ASTM C 404, Size Nunber 2.

EE R R R R R R R R R R R R R R R R R R R R R R I R R R O R

NOTE: The foll owi ng paragraph nust be included with
bot h of the above types of bedding nortar.

EE R R R R R R R R R R R R R R R R R R R R R R R R R R O R

M xi ng water for bedding nortar shall be potable.

2.8 EPOXY- RESI N GROUT

EE R R R R R R R R R R R R R R R R R R R R R I R R R O R

NOTE: Del ete paragraph headi ng and fol |l owi ng

par agraph when the setting of steel bearing plates
with epoxy-resin grout will not be required.
Epoxy-resin grout may be used instead of
shrinkage-resi stant, grout-type bedding nortar.

EE R R R R R R R R R R R R R R R R R R R R R R R R R O R

Grout shall conformto applicable chapters of the ACl 503R, Manual of
Concrete Practice, Part 3, Products and Processes.
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2.9 FABRI CATI ON

2.9.1 Open-Web Steel Joists

EE R R R R R R R R R R R R R R R R I R R R R I R

NOTE: Del ete paragraph headi ng and fol |l owi ng
par agr aphs when open web steel joists are not
required.

EE R R R R R R R R R R R R R R R R R R R R R R R R O R

Open-web steel joists shall be shop fabricated of the specified rolled
steel plates, shapes, and bars, or the specified steel sheets and strip, or
a conbi nation thereof, in accordance with the SJI-01 specification

SJI-01 Section 4.8 "Shop Painting": Delete SJI-01 Section 4.8 and

substitute: Joists and accessories shall receive one shop coat of the
pai nt as specified.

2.9.2 Long- Span Steel Joists

EE R R R R R R R R R R R R R R R R R R R R R R O R

NOTE: Del ete paragraph heading and the foll ow ng
par agr aph when | ong-span steel joists are not
required.

EE R R R R R R R R R R R R R R R R R R R R R R R R R R O R

Long-span steel joists shall be shop fabricated of the specified rolled
steel plates, shapes, and bars or of the specified steel sheets and strip
or of a conbination thereof in accordance with the SJI-01lspecification

2.9.3 Hol es i n Chords

EE R R R R R R R R R R R R R R R R R R R R R R R O R

NOTE: Size and spacing of holes in chords for
securing wood nailers and other work to the stee
j oi sts nust be indicat ed.

EE R R R R R R R R R R R R R R R R R R R R R R R R R R O R

Hol es shall be provided in Chords where indicated for securing other work
to steel joists; however, the area of a hole shall be deducted fromthe
area of a chord when conputing strength of nenber.

Hol es shall not be nmde or enlarged by burning, nor will the burning of
unfair holes in the shop or field be acceptable.

2.9.4 Loose Bearing Pl ates

EE R R R R R R R R R E R R R R R R REEEERE R EEEE R R R R R R R R

NOTE: Del ete paragraph headi ng and the foll ow ng
par agr aph when | oose bearing plates are not required.

EE R R R R R R R R R R R R R R R R R R R R R R R R R I

Pl ates shall be provided for steel joists bearing on masonry or concrete
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2.

construction. Plates shall be flat, free fromwarps or tw sts, of the
proper thickness and bearing area, and drilled to receive anchor bolts.

.9.5 Joi st Ext ended Ends

Ends shall be provided where indicated. Extended ends shall conformto the
manufacturer's standard for steel joists indicated on the approved shop
drawi ngs and descriptive data and shall conformto requirements of the
applicable SJI-01 specification

.9.6 Cei l i ng Extensions

Ext ensi ons shall be provided for steel joists in spaces having suspended
ceilings. Extensions shall be either an extended bottom chord el ement or a
| oose unit, whichever is the standard with the steel joist manufacturer

Ext ensi ons shall be of sufficient strength to support ceiling construction
and shall extend within 1/2 inch 13 mllinmeter of wall surface.

9.7 Header Menbers

EE R R R R R R R R R R R R R R R R R R R R R R R R R O O R

NOTE: When openings in the floor or roof surfaces
requi re header nenbers exceedi ng the joist spacing,
such openings nust be franed with steel supporting
menbers that are provided as a part of the
structural steel fram ng system

EE R R R R R R R R R R R R R R R R R R R R R R R O O R

Rol | ed steel header nenbers shall be provided for support of steel joists
at openi ngs where indicated. Headers shall be in accordance with the
manuf acturer's standard for steel joists indicated on the approved shop
drawi ngs and descriptive data.

.9.8 Shop Pai nting

Steel joists and Accessories shall be given one coat of the specified paint
in accordance with SSPC PS 14.01.

Shop coat for J and H series joists shall be an asphalt-base paint or other
protective coating standard with the manufacturer, except that asphalt base
paint only shall be used over crawl spaces or other spaces of high

hum dity. Shop coat for LJ and LH series joists shall be a paint standard

with the manufacturer. Where joists will require finish painting, the shop
coat shall be a type that will not bleed through or affect the finish coat.
Scal e and rust shall be renpved fromjoists prior to painting.

PART 3 EXECUTI ON

3.

1 GENERAL

Steel joists and accessories shall be installed in accordance with the
approved shop drawi ngs and descriptive data, and as specified.

Care shall be exercised in handling and placing joists. Joists shall be
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fastened in place and bridging installed prior to receiving construction
| oads. Contractor shall coordinate joist |ocation with access space and
fixture-placing requirenents of other trades.

Special fittings for openings, overhangs, and ceiling extenders shall be
furni shed where required and not otherw se detailed or specified.

3.2 WELDI NG

EE R R R R R R R R R R R R R R R R R R R R R R R R O R

NOTE: Del ete paragraph headi ng and fol |l owi ng
par agraph when field bolted connections only are
required.

EE R R R R R R R R R R R R R R R R R R R I R R R I O R

Wel di ng shall be in accordance with KSC SPEC- Z- 0004 and the sections
entitled "Workmanshi p* and "Techni que" of AWS DI1. 1.

3.3  ANCHORS

Anchor bolts and other anchors as required for connection of steel joists
supported on, attached to, or built into masonry or concrete construction
shall be correctly located and built into masonry or concrete construction
Anchors shall be preset by use of tenplates or other nethods as may be
required to locate the anchors accurately.

3.4 SETTI NG LOOSE BEARI NG PLATES

EE R R R R R R R R R R R R R R R R R R R R R R R R R O R

NOTE: Del ete paragraph headi ng and fol |l owi ng
par agr aphs when | cose bearing plates are not
required for steel joists supported on masonry or
concrete construction.

EE R R R R R R R R R R R R R R R R R R R R R R R O R

Pl ates for steel joists supported on nmasonry or concrete construction shal
be fully bedded on wedges or shins and danp-pack beddi ng nortar.
Installation of plates shall be as foll ows:

Masonry and concrete bearing surfaces shall be clean. Concrete
surfaces shall be roughened. Bottom surface of plates shall be clean

Space between top of bearing surface and bottom of plate shall be
approximately 1/24th of the width of plate but not less than 1/2 inch
13 millimeter for plates that are Il ess than 12 inches 300 mllineter

wi de. Bearing plate shall be supported and aligned on steel wedges or
shi ns.

EE R R R R R R R R R E R R R R R R REEEERE R EEEE R R R R R R R R

NOTE: Delete follow ng paragraph when cenent
grout -type bedding nortar only is required.

EE R R R R R R R R R R R R R R R R R R R R R R R R R I

Beddi ng nortar shall be a m x conposed of the specified
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shrinkage-resi stant grout and enough water to provide a fl owabl e
m xture w t hout segregation or bleeding.

EE R R R R R R R R R R R R R E R R R R R R R R R R R R I R

NOTE: Delete follow ng paragraph when
shri nkage-resi stant grout-type bedding nortar only
is required

EE R R R R R R R R R R R R R R R R R R R R R R R R I R

Beddi ng nortar shall be a m x conposed of one part Portland cenent,
2-1/2 parts of the specified aggregate for cenment grout, and not nore
than 4-1/2 gallons 16 liters of water per 94-pound 43 kil ograns bag of
Portl and cenent.

Forns shall be provided to retain nortar until it is sufficiently hard
to support itself.

Beddi ng nortar mx shall be conposed of the specified
shrinkage-resi stant grout and enough water to provide a maxi num
wat er-to-cenent ratio of 0.50 by weight.

After supporting nmenbers have been positioned and the anchor bolts

ti ght ened, space between top of bearing surface and bottom of bearing
pl ate shall be packed with nortar m x by tanmping or rammng with a bar
or rod until voids are filled.

Wedges or shins shall not be renoved, but when protruding they shall be
cut off flush with the edge of the bearing plate prior to packing with
nortar.

After nortar has received its initial set, it shall be kept danp for a
m ni mrum of 24 hours.

EE R R R R R R R R R R R R R R R R R R R R R R R O R

NOTE: Delete follow ng paragraphs when cenent grout
type bedding nortar only is required. Epoxy-resin
grout beddi ng may be used instead of

shri nkage-resi stant grout type bedding nortar

EE R R R R R R R R R R R R R R R R R R R R R R R R R R O R

Beddi ng nortar may be epoxy-resin grout conforming to the ACI Manual of
Concrete Practice, Part 3, Products and Processes, instead of cenent grout.
Installation shall be as specified with the follow ng additiona

requi renents:

Epoxy-resin grout shall be delivered to the project site in such manner
as to avoid damage or |loss. Storage areas shall be a wi ndow ess and
weat her proof but ventilated, insulated, nonconbustible building with
provi sions nearby for conditioning the naterial to 70 to 85 degrees F
21 to 29 degrees C for a period of 48 hours before use. Anbient
tenperature in the storage area of the epoxy nmaterials shall at no tine
be hi gher than 100 degrees F 38 degrees C.

Epoxy-resin grout conmponents shall be mixed in the proportions
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3.

recomended by the manufacturer. Conponents shall be conditioned to 70
to 85 degrees F 21 to 29 degrees C for 48 hours prior to mxing. Two
epoxy-resin grout conponents shall be nixed with a power-driven
expl osi onproof stirring device in a netal or polyethylene container
havi ng a heni spherical bottomfor the mxing vessel. Polysulfide
curing agent shall be added gradually to the epoxy-resin conponent with
constant stirring until a uniformm xture is obtained. Rate of
stirring shall be such that the entrained air is a m ni nrum

Protective clothing, gloves, and eye devices shall be provided for
wor knmen engaged i n epoxy-resin grout nixing and pl aci ng operations.

Adequate ventilation and fire protection precautions shall be
mai nt ai ned at m xi ng and pl aci ng operati ons.

Installation requirements not specified shall be in accordance with the
epoxy-resin grout manufacturer's printed installation instructions and
as approved.

.5 PLACI NG STEEL JO STS

Supporting nmenbers shall be in place before placing of joists is started.
Joi sts shall be placed on the supporting framework and adjusted and aligned
accurately, with ends bearing on supporting nenbers, before being
permanently fastened. End supports shall be as specified. Placing and
aligning joists shall be done to attain the nunber and spacing of joists as
i ndi cated on the approved shop draw ngs.

[ End support for shortspan steel joists shall be as specified in accordance
with the SJI-01 (JH) Standard Specifications for Open Wb Steel Joists,
J-and H Series.]

[ End supports for |ongspan steel joists shall be as specified in accordance
with the SJI-01 (LA) Standard Specifications for Open Wb Steel Joists
-Longspan or LA-Series.]

.6 BRI DA NG

EE R R R R R R R R R R R R R R R R R R R R R R R R R R O R

NOTE: When fire-resistance-rated construction is
required, consult fire-rating agency's design and
material requirenents for the applicable roof or
floor construction.

EE R R R R R R R R R R R R R R R R R R R R R I R R R O R

As soon as steel joists have been placed, bridging shall be conpletely
installed. Size of bridging menbers shall be as indicated on the approved
shop drawi ngs.

Bridging shall conformto requirenents of the SJI Specification. Each |line
of bridging shall be securely anchored to walls or supports at the ends of
the Iine and to each joist by welding or bolting.

7 FASTENI NG STEEL JO STS
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3.

EE R R R R R R R R R R R R R R R R R R R R R O R

NOTE: When fire-resistance-rated construction is
required, consult fire-rating agency's design and
material requirenents for the applicable roof or
floor or ceiling construction. Delete follow ng
par agraph when field bolting only is required.

EE R R R R R R R R R R R R R R R R R R R R R R R R I R

Steel joists resting on steel supporting nenbers shall be field connected
by wel ding. Welds shall be as specified in the SJI-01 Specification for
type of joists used and as indicated on the approved shop draw ngs.

Wel di ng sequence and procedure shall be coordinated with placing of joists.
Wel di ng shall not damage joi sts.

EE R R R R R R R R R R R R R R R R R R R R R R R R O R

NOTE: Delete follow ng paragraphs when field
wel ding only is required.

EE R R R R R R R R R R R R R R R R R R R R R R R I

Steel joists resting on steel supporting nenbers shall be field connected
by bolting. Bolting shall be as specified in the SJI-01 Specifications for

the type of joist used, as indicated on the approved shop draw ngs.

Bol ti ng sequence and procedure shall be coordinated with placing of joists.
Bol ted connections shall be as foll ows:

EE R R R R R R R R R R R R R R R R R R R R R R R O O R

NOTE: Del ete inapplicabl e paragraphs.

EE R R R R R R R R R R R R R R R R R R R R R R R R R O R

Unfi ni shed threaded fasteners shall be used for bolted connections.

Unfini shed threaded fasteners shall be used for bolted connections of
joists to purlins, bearing plates on supporting walls, wall anchors,
and el sewhere except where high-strength bolted connections are

i ndi cat ed.

H gh-strength threaded fasteners shall be used for bolted connections
of joists to steel columms and el sewhere as indicated. Hi gh-strength
bol ted connections shall be installed in accordance with the Al SC S329.

EE R R R R R R R R R R R R R R R R R R R R R R R R I O R

NOTE: Delete follow ng paragraph when steel joists
supported on masonry or concrete construction are
resting on steel bearing plates specified in the
paragraph entitled "Setting Loose Bearing Plates."

EE R R R R R R R R R E R R R R R REEERERE R EEEE R R E R R R R R

Joi sts resting on masonry or concrete bearing surfaces shall be bedded in
nortar and anchored to nasonry or concrete construction as specified in the
SJI Specification

8  TOUCHUP PAI NTI NG
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After joist installation, the Contractor shall touchup paint field welds,
field bolt heads and nuts, and scarred surfaces on joists and stee
supporting nenmbers. Before touchup painting, weld scars, bruises,

abrasi ons, and rust spots shall be wire brushed and sol vent cl eaned. Pai nt
used for touchup painting shall be the sane as that used for shop painting.

3.9 | NSPECTI ON AND ACCEPTANCE PROVI SI ONS
3.9.1 I nspection and Tests

I nspection by the Contracting Oficer will include verification of proper
preparation, size, and gaging |location, and defects of welds;
identification marking; operation and current characteristics of welding
sets in use; calibration of wenches for high-strength bolts; and

i nspection for defects of welds.

Joists with cracked, inproper, or danmaged wel ds shall not be used. Field
repair of damaged joists will be allowed only if approved. Method of
repairs shall be in accordance with the manufacturer's recomendati on

3.9.2 | nspection of Welds

EE R R R R R R R R R R R R R R R R R R R R R R O R

NOTE: Del ete paragraph headi ng and fol |l owi ng
par agr aphs when wel ded connections are not required.

EE R R R R R R R R R R R R R R R R R R R R R R R R R R O R

I nspection of welding shall be perforned in accordance with AWS D1. 1,
Section 6, "lInspection,"” and as foll ows:

EE R R R R R R R R R R R R R R R R R R R R R R R R O R

NOTE: Del ete inapplicable paragraphs. Location of
wel ds requiring inspection and type of inspection
nmust be indicated on the draw ngs.

If weld inspection is desired, the liquid
penetration nethod is the nost econom cal and
commonl y used.

EE R R R R R R R R R R R R R R R R R R R R R R R R R R O R

Li qui d penetration inspection of welds shall conformto ASTM E 165.
Magnetic particle inspection of welds shall conformto ASTM E 709.

Wel di ng i nspectors shall be certified in accordance with ML-STD 410
and KSC- SPEC- Z- 0004.

3.9.3 I nspection of Hi gh-Strength Bolt Connections

EE R R R R R R R R R R R R R R R R R R R R R R R R R O R

NOTE: Del ete paragraph headi ng and fol |l owi ng
par agr aph when hi gh-strength bolt connections are
not required.

EE R R R R R R R R R R R R R R R R R R R R R R R R O O R
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I nspection of connections shall be performed in accordance with Al SC S329,
Section 6, "lnspection."

-- End of Section --
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